
 

 
 
 
 
                                                                           
 
 

ASSEMBLY INSTRUCTIONS 
FOR THE BLOK STAX 300 & 

STAX 400 AV RACKS  
 
 
 
 

 
 

 

� � � � �����
 

 



 
 

INTRODUCTION 
 
 
 
Thank you for your purchase of your BLOK STAX AV / HI-FI 
RACK. All BLOK multi-media products have been designed 
specifically to combine practicality & performance with 
stunning good looks. We hope that your faith in our  
product is rewarded by the satisfaction that you ga in 
both by looking at it and interacting with it. 
 
We have compiled the following instructions as a st ep-by-
step walk through of the assembly process.  This sh ould 
ensure that your BLOK unit performs to the standards that 
were intended in the design process. However, shoul d you 
have any difficulty in completing the assembly proc ess, 
please consult the “Support” section of our website  at 
www.blokuk.com. If you still require assistance, pl ease 
do not hesitate to e-mail us at mail@blokuk.com . 
 
Assembly should take a maximum of 30 mins. Although  one 
person can complete the assembly process, Blok Limi ted 
recommends the assistance of a second person. 
 
NB:  It is important that you prepare the area for the 
assembly of your Blok unit with care. Do not assemb le the 
Blok unit on a rough surface as you will risk damag ing 
the finish. Blok Limited recommends that the unit i s 
assembled on a kitchen table or other suitably stur dy 
work surface that is covered with a thick soft blan ket or 
towel for protection against damage. The assembler must 
ensure that the unit is suitably balanced on the wo rk-
surface, and that any protective coverings are firm ly 
fixed in place. 
 
Please be aware that Blok Limited disclaims all 
responsibility for damage caused to the unit or the  
assembler where these instructions have not been 
followed. 
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Step 1  

 
Insert the four threaded rods into the 40mm steel c aps 

provided, place the rubber washer onto the cap as s hown 
 
 

 
 
 

Step 2  
 

Place the top piece of glass “upside down” onto the  4 
rods (the top piece of glass can be distinguished b y the 

4 18mm holes) 
NB it’s easier if somebody can assist you at this s tage 

and we would advise working on a flat surface. 

 



Step 3  
 

Lower your first level through the threaded rod as shown 
 
 

 
 

 
Ensuring it is square with the bevelled edge [below ]. 

 
 

 
 

 
 
 
 
 



Step 4  
 

Once you have your first level of “bloks” on, put o n a 
middle piece of glass (Has 4 smaller 10mm holes). 

 

 
 
 

Step 5  
 

Place on your next level of “bloks”, again making s ure 
they are square with the bevelled edge. 

 

 
 

 
 
 



Step 6  
 

Place another middle piece of glass on, then place on 
your 80mm “base blok” supports. 

 
NB on the STAX 400  you will need to slide on an 

additional level of “bloks” & glass before fitting the 
80mm “base bloks”. 

 

 
 

 
Step 7  

 
Now all your levels are on you need to place the wa sher 

(supplied with the fitting pack) onto the remaining  
thread as shown. 

 



 
 

Then place your M8 nut onto the thread and tighten with 
the tool provided. 

 
 

 
 
 
 
 

 
 
 

 
 
 
 



Finally screw in your height adjusters. 
 

 
 

 
Turn your unit upright and your STAX is complete. 

 

CONGRATULATIONS! 
 


